
E9 is a temperature sensor based on BLE5.0 technology that can be
used as a radio peripheral byAvior devices.
The plastic housing with smart rotatable cover makes the coin battery
easy replaceable while ensuring an IP67 waterproof grade.

FEATURES

IP67 waterproof
Replaceable coin battery
Maximum 100 meter range (open air)
Internal ON/OFF push button
Tough enclosure and screw fixing

Bluetooth® EPLCertification
CE Regulations
FCC Regulation

CERTIFICATION
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CONTRIVE S.R.L.
Via Enrico Fermi 18 I-24040 SUISIO (Bergamo)
Tel. +39 (0)35 4948236 Fax +39 (0)35 4933759

B2900_E9.EN / 0521 www.contrive.mobi

USER GUIDE

Model 2900.E9.3A

Wireless Protocol Bluetooth 5.0

Tranmission power 0dBm

Transmission range 100 m

Transmission interval 5 seconds

Meauring range -10 to 55 °C

Accuracy ±0,5 °C
±2,0 °C

Resolution 0,1 °C

Sampling time 1 second

Temperature -20 to 60 °C

Humidity 0 to 95%

Protection degree IP67

Battery type 1 x CR2477

Battery life up to 3 years

Dimensions Ø49 x 66 x 18 mm

Color Black

Material ABS

Weight 22g

10...50 °C

<10 / >50 °C

NON-CONDENSING

PROGRAMMING GUIDE
www.contrive.mobi/avior

CONFIGURATION SOFTWARE
www.contrive.mobi/E/aviorsuite.php

CLOUD CONTROL PANEL
www.avior.webadmin.mobi

To use the sensor you will have to proceed with the pairing by
appropriately configuringAvior.
ForAvior configuration you can connect the device to a PC and run the
AviorSuite software or access the cloud administration interface or
integrated web server (if available).

On the configuration page, select one of the 4 temperature sensors
(identified from 1 to 4) and enter the MAC address you find on the
device. It is also possible to assign a name that identifies the sensor.
Once the sensor is paired you will be able to read the temperature, the
loss of connection and the battery charge level.

PRODUCT SPECIFICATIONPRODUCT SPECIFICATION PAIRING

BLE TEMPERATURE SENSORBLE TEMPERATURE SENSOR

avior

E9



INSTALLATIONPRODUCT DESCRIPTIONPRODUCT DESCRIPTION

TURN ON

TURN OFF

Press the button [1] and keep holding on 3 seconds
The blue LED [2] lights on 5 seconds and then off
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Unscrew the swivel cover [B] counterclockwise

Temperature sensor is active

Press the button [1] and keep holding on 3 seconds
The blue LED [2] lights on 5 seconds and then off
Temperature sensor has been turned off

E9 can be fixed with screws or with double-sided adhesive, both
supplied.

Lower the foam cover [4]
Gently pull out the depleted battery [3]
Insert the new battery.

BATTERY REPLACEMENT
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DECLARATION OF CONFORMITY

Contrive S.r.l.
Via Fermi 18 I-24040 Suisio

declares that the DoC is issued under our sole responsibility

and belongs to the following product :

is in conformity with the relevant Union legislation

E9
BLUETOOTH LOW ENERGY TEMPERATURE SENSOR

the following standards and technical specifications have been applied :

STANDARD ISSUE DATE

STATES INTENDED FOR USE : ALL EU AND EFTA MEMBERS
MEMBER STATES WITH RESTRICTIVE USE : NONE

THE TECHNICAL DOCUMENTATION AS REQUIRED BY THE CONFORMITY ASSESSMENT
PROCEDURE IS KEPT AT THE COMPANY MAIN OFFICE

CFR (CODE OF FEDERAL REGULATIONS) TITLE 47 TELECOMMUNICATIONS
THIS DEVICE COMPLIES WITH FCC RULES

Output power listed is the maximum conducted output power. device must operated to provide a
separation distance of at least 20 cm from all persons and must not transmit simultaneously with any other
antenna or transmitter, except in accordance woth FCC multi-transmitter product procedures. Users and
installers must be provided with antenna installation instructions and transmitter operating conditions for
safety RF exposure compliance.

Radio Equipment Directive 2014/53/EU

Suisio, Italy May 21, 2021

SAFETY
EN 60950-1 2006 IT EQUIPMENTS
EN 60950-A2 2013
EN 62479 2010 HEALTH
EMC
EN 301 489-1 2017 v2.2.0 RADIO EQUIPMENT
EN 301 489-17 2017 v3.2.0 RADIO EQUIPMENT
RADIO SPECTRUM
EN 300 328 2016 v2.1.1 WIFI BLUETOOTH
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FCC IDENTIFIER: 2ABU6-E9
Part 15C Radio Frequency Devices - Intentional radiators

FREQUENCY RANGE: 2402.0 - 2480.0 MHz
OUTPUT POWER: 0,00103 W

EQUIPMENT CLASS : Digital transmission system

GRANT NOTES
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Main body

Cover

Led indicator

Push button

Coin battery

Foam protection

CAUTION

� .Avoid strong magnetic interference

Do not install the sensor in a sealed metal space.�

IT MAY BE DIFFICULT TO SEE THE BLUE INDICATOR
IF THE ENVIRONMENT IS VERY BRIGHT
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